MOBILE STATION

Glass Panel Assembly Guide

ATLANTA CULINARY EQUIPMENT INC.
Restaurant Equipment Manufacturing and Design



Parts List

(@ Glass Panel x 1

® Bottom Clamp x 1

@) Outer Glass Bracket x 1

(? Backer Plate x 1

@ Inner Glass Bracket x 1

\ 18-8 Threaded Rod x 1

' (4) Countersunk Washer x 3

© 18-8 Cap Nut x 1

\@ 5/8” 18-8 Flat Screw x 3

‘ 5/16” 18-8 Flat Screw x 2
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Place (7) Backer Plate in the corresponding slot, and tighten
Threaded Rod.

Round Please make sure (7) Backer Plate is in place
Corner before inserting (1) Glass Panel.




Step 3

Insert (@) Glass Panel diagonally with @) Threaded Rod aligned to the screw hole.

POSSIBLE
OBSTRUCT




Step 4

Only screw in (@) Cap Nut to secure the panel, and do not tighten it.

Step 5N

Ask for heIp to hold the panel while putting @&®@) Outer&Inner Glass Bracket in place.




Ask for help to push in
@) Outer Glass Bracket while

tightening @&®)
Washer&Screws.

Step 7N

Please return to the bottom and tighten () Cap Nut .




After installing all 4 side
panels, place and install
the 2 top panels.

Please check for unsecured
parts before putting it to use.
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